
File 07090 – Beaverlodge River 

Hydrotechnical File History 

1914 XS : B = 40’, T = 75’, h = 14’, HWM Y = 14’. 

1918 18 – 60 – 18’ timber truss bridge built. 

1932 Note : dh ~ 15’. 

1939 XS : proposed dh = 20’, Y = 14’, B = 40’, T = 70’, h = 12 – 13’. 

1945 100’ PT bridge built. 

1959 Report : dh = 21’, B = 40’, h = 12’, T = 70’. 

1960 28 – 80 – 20’ PT bridge built on new alignment, dh = 24’ (DD264).  B = 40’, T = 70’, h = 12’, Y = 
15’.  Bridge reconstructed on new alignment.  Photo shows water over detour structure in March (not 
high flow). 

1963 HW (Apr) : ice jam ½ mile d/s, HW to 2’ below bottom chord (Y = 18 – 19’), some damage to 
sheeting, erosion at u/s east abutment. 

1970 Slide activity at NW corner, east pier piles exposed. 

1971 Sheeting lowered, rock added, NW fill regarded, new wings built. 

1973 Note : rock not placed as intended, stream deflected perpendicular to east pier, erosion has occurred. 

1978 Sheeting lowered on east pier. 

1982 HW (Jul) : no scour, WL measured at 6.9m below top of wheelguard. 

1990. HW (Jun) : approaching top of bank, 4.9m below deck on June 13 (before peak).  

2003 Photo : h = 3.5 – 4.0m.  

 


