
File 13149 – Threepoint Creek near Millarville - Hwy 22 

Hydrotechnical File History 

1922 Bridge requested. 

1929 Bridge constructed. 1-38.1m salvaged (00189) steel through truss on pile abutments 3.5m above 
streambed. 

1942 2-6.1m pile approach spans added. 

1954 Bridge report states: hwm is 0.61m below the top of the deck (date?). 

1956 Bridge reconstructed. 12.8 – 18.3 – 12.8m continuous T girder on concrete substructure. Concrete bag 
riprap on both headslopes. 

1963 Flood to elevation 1186.5 m. 1 m below bearing plates. Flow over grade to the north. 

1964 Drift removed and gravel dozed into scour hole at the south abutment. 

1967 Flood to elevation 1186.4 m. Handrail profile surveyed. AT Scour Report. 

1969 Class II rock riprap placed. Downstream meander loop cut-off with a channel realignment. Flood to 
elevation 1185.9m. South abutment washed out. Water over the road to the north. Handrail profile 
surveyed. Channel improved and Class 2 protected guidebank built on right (south) bank. AT Scour 
Report. 

1972 Handrail profile surveyed. AT Scour Report. 

1989 Bim: Hwm 2m above the streambed. 

1990 Flood observations taken. Hwm 2.9m below the top of the curb at elev. 1185.3m. Some minor erosion 
upstream noted. 

1991 Bridge studied as part of Hwy 22 location study which was later shelved. Bridge assessment 
completed. 

1992 Hwm 4.05m below the top of the curb. 

1999 AGRA Hydrotechnical study for nearby development suggests that only 90 of the design 330cms. 
goes through the bridge opening. This conclusion is not consistent with past observations at the site. 
Bridge twinned. 12.8 – 18.3 – 12.8m CT on pipe pile piers.  

2000 Hwy gradeline revision to be considered in the vicinity of the development to the north. Flood 
Assessment Along Hwy 22 by Millarville report by AGRA. 

 


