
File 72306 – Kleskun Ck 

Hydrotechnical File History 

1943 3 – 20’ bridge built, dh = 10’. 

1957 Report : dh = 12’, HWM Y = 10’ (1946), B = 30’, h = 6’, Q = 1000cfs, DA = 125mi2. 
Survey : dh = 12 – 13’. 

1958 HW(Apr) : 2.5’ below deck (Y ~ 10’), surface V ~ 4ft/s, Q = 1300 – 1400cfs, north bank slide. 

1960 156” SP x 234’ installed, 34’ fill height, 4’ drop, H ~ 7’, B = 15 – 20’ (DD273). 

1963 HW (Apr) : 2’ below u/s crown, Y = 4’ d/s, Q = 1000cfs, DA = 125mi2. 

1964 HW (Jun) : 8’ below u/s crown. 

1969 Class 2 rock to be placed at both ends. 

1985 Concrete collar added u/s after 1.5m uplift. 

1986 120’ wide by 5’ deep scour hole(plus steep bank formed opposite) repaired with 250m3 of Class 3 
rock. 

1990 HW (Jun) : Y = 1.5m u/s, d/s scour hole noted. 

1999 Assessment 

2000 BIM HWM Y = 2.5m, d/s scour hole. 
 


