
File: 70064 

Blackmud Creek 

Hwy 2-D-3 Southbound 

  

File History 

1968 18 x 32 ft. SPCMP Elliptical pipe, 156 ft. 
long. Constructed by tender by Armco 
Drainage Products on a stream diversion 
(November 15) Letter from the Water 
Resources Division about complaints of 
blockage of the creek states that flooding has 
been a problem in the past. Channel 
improvements have been made to the railway 
bridge by the M.D. supervised by Stewart, 
Weir, and Stewart (November 22) 

1969 Concrete collars were placed (April) 

1974 High water marks marked by Jim 
Tuppen. There appeared to be extensive scour 
downstream of the pipe. H.W. was within 6" of 
the top of the pipe at the inlet. Photos taken by 
Rudy Kornelsen at 0900 hrs. on April 24, 1974 
show W.L. 0.9 ft. below top at inlet and 1.6 ft. 
below top at outlet (April) 

1975 Scour areas at inlet repaired 
(September) 

1980 Letter from Stanley Assoc. Eng. Ltd. 
asking for culvert details for a backwater study 
for a floodplain delineation study for 
development of an industrial park (July 28) 
Letter from CP Rail requesting hydraulic 
information for Blackmud Creek culverts. They 
plan to replace their bridge with a battery of 
culverts (October 22) Letter to J. Jurasek, City 
of Edmonton Drainage Engineering enclosing 
bridge plans (February 12) 


