
File 13544 – Rosebud River Southeast of Irricana 

Hydrotechnical File History 

1924 3 – 20’ bridge built, dh = 10’. 

1926 3 – 20’ bridge built, dh = 14’. 

1940 Ice damage to the northwest wing wall is repaired. 

1947 HW : Bridge washed out. 
3 – 20’ bridge built. 

1952 Report : dh = 16’, HWM over deck (Y = 14 – 15’ d/s), h = 11’ on north bank, h = 15’ on south bank. 

1953 HW : Centre piles washed out. 

1960 HW (Mar) : to bottom of stringers (Y = 12 – 13’). 

1963 Report : dh = 14.5’. 

1965 Report : dh = 14.5’, HWM to bottom of stringers (Y = 12 – 13’), h = 10’ d/s and left bank u/s, h = 15’ 
on right bank u/s, B = 35 – 45’. 

1966 20 – 60 – 20’ PT bridge built, dh = 17’. 

1981 Note : Ice abrasion to Y = 6 – 8’. 
Photo : B = 8 – 10m, h = 3 – 3.5m. 

1989 BIM : Note - stream strikes south pier and bank at an angle. 

1992 Scour at south headslope and pier is repaired with class 2 rock. 

1993 BIM HW = 1.5m, dh = 4.9m. 

1999 BIM HW = 4.3m (debris on pier caps). 
Photo : B = 8 – 10m, h = 3 – 3.5m. 

 


