
File 07077 – Bear River 

Hydrotechnical File History 

1911 2 – 16’ timber bridge built.  XS – h = 7’, B = 25’, T = 35’. 

1927 2 – 18’ bridge built, fill = 4’ at E, 7’ at W.  

1937 Bridge damaged by flood and drift.  18-30-18 bridge built (A truss).   

1951 Bridge replaced with same configuration, Dk ht = 14’. 

1959 3 – 28’ bridge built on diversion to the east (B = 25’), dk ht = 15.5’, (existing reported as 12’), 3% 
grade to the east. 

1963 Spring HW – 1’ below stringers (assume low end, Y = 3.2m), scour at east abutment, ice took out a 
pile, repairs and channel realignment u/s, report that opening too small (B should be 35 to 40’).  

1990 HW – June 15 – Dk to HW = 2m (Y = 2.7m),  Dk to WL = 3.1m (assume mid-span), Vsurf = 2.5m/s.  
Photos show very bushy bank, some drift at west end span u/s, minor over bank inundation at current 
water level, settlement of east pier. 

1997 BIM HW = 2.5m. 

2002 West headslope steep at top, protected at bottom.  Photos – B = 10m, h = 1.5 to 2 m above ice (about 
2m below deck. 

    

 


