
File 02302 – Sturgeon River 

Hydrotechnical File History 

1902 West abutment of the existing bridge washed out.  

1904 Bridge reconstructed. 1-15.2m timber truss and 2-6.1m approach spans. Cross section shows hwm at 
3.7m above March 17th ice level. 

1913 Bridge reconstructed. 1-18.3m steel pony truss and 2-4.9m timber approach spans 

1922 Substructure repaired and 2-5.5m timber approach spans added. 

1938 Bridge reconstructed. 1-18.3m steel pony truss and 2-6.1m timber approach spans 6.5m above 
streambed. 

1950 Pier repaired. 

1955 Bridge report states hwm is 2.4m below the deck. New treated timber abutments constructed. 

1960 Substructure repaired. 

1961 Bridge reconstructed. 8.5-18.3-8.5m steel girder with precast approach spans on treated timber 
substructure. 

1974 Hwm elev. 661.31m 

1977 Broken sheeting on west pier repaired. Headslopes restored with heavy pit run gravel. 

1981 Bridge reconstructed. 10-20-10m WG on pipe pile piers and concrete on H pile abutments. 

1983 Heavy ditch drainage washed out north bank slope protection. 

1985 Bim: class II rock riprap on west bank. 

1986 Photos of eroded east headslope. 

1998 Bim: deck to streambed is 7.35m 

    

    

    

 


