
File 06754 – Bow River South of Cluny 

Hydrotechnical File History 

1910 Request for bridge. 

1911 Petition for bridge. 

1917 Bridge constructed. 3-38.1m timber Howe trusses with 3-6.1m timber approach spans on timber 
substructure.  

1925 Drift removed from piers. 

1928 Bridge completely washed downstream during ice run.  

1930 Bridge reconstructed. 3-38.1m timber Howe trusses with 3-6.1m timber approach spans on timber 
substructure 9.3m above streambed.  

1934 Rock added to piers. 

1938 Piers repaired and additional rock added. 

1940 Top and bottom chords repaired. 

1943 All piers either groggy with rot or damaged by ice. 

1944 Piers repaired. 

1948 Bridge washed out. Hwm April 20th 0.70m below the low chord. Temporary ferry installed. 

1949 Bridge reconstructed. 1- 61m steel through truss, 2-30.5m steel pony trusses with 2-8.5m and 1-6.1m 
timber approach spans on concrete substructure. 

1951 Pier #3 noted to be tilting. 

1967 Hwm June 1st 2.96m below the low chord. AT Scour Report. 

1990 AT Scour Report. 

1995 Hwm June 8th 3.25m below the low chord. 

1998 Scour report by Hydroconsult. 

    

    

    

 


