
File 73410 – Steen River 

Hydrotechnical File History 

1945 Note that channel carries significant drift. 

1947 Note – HW well over banks due to backwater from confluence with Hay River just d/s. 

1948 20 – 20 – 130 – 20 - 20’ TH bridge built, dh = 28’. 

1953 Report : dh = 27.5’, h = 17’, Y = 24’ (HWM), B = 50’, T = 100’. 

1957 HW (May) : 6’ below deck (Y = 22’). 

1960 Report : h = 14’, B = 55’, T = 100’. 
Design : DA = 1000mi2, Y = 25’, V = 4ft/s, Q = 6400cfs, B = 60’, heavy ice runs and drift. 

1961 61 – 72 – 61’ bridge built, dh = 33.5’, located 100’ to the east of the existing bridge (DD288, 2828-
P). 

1963 HW (May) : 8.4’ below bottom flange (Y = 22’), photo shows no V (probably backwater from Hay 
River). 

1964 Channel realignment built at point where channel encroached on highway about 800’ to the north 
causing a slide.  Channel relocated about 400’ to the west, with a 150’ wide clearing and 30’ wide 
assisted cut-off channel cut.  

1998 Photo : h = 3m > current water level, marks on nose plate and pier to about 1.0m below top of nose 
plate (Y = 20’) and about 1.0m above top of north bank (h = 17’). 

2003 Photo : dense bush and trees beyond top of bank. 

 


