
File 00358 –Mosquito Creek  

Hydrotechnical File History 

1906 Petition for bridge. 

1906 Cross section shows flood level at 2.4m above SB. 

1907 Bridge constructed. 1-18.3m steel pony truss on timber substructure. 

1908 West approach washed out. 1-6.1m timber span added. 

1909 Riprap placed on both banks. 

1920 Bridge damaged by flood. 

1924 Bridge reconstructed. 1-18.3m steel pony truss, 1-6.1m timber approach span on timber substructure. 
4m above SB. 

1942 Substructure repaired. 

1943 Bridge reconstructed. 1-18.3m steel pony truss, 1-7.3m timber approach span on timber substructure. 

1947 High water and ice over deck. 

1948 Steel stringer supports damaged by ice. 

1949 Pier damaged by ice. 

1952 Report: bridge deck is 5.3m above SB. 

1953 High water 0.56m below the top of the sub-deck, 4.7m above SB. Pier and west abutment damaged 
by ice. 

1957 Bridge reconstructed. 2-19.8m prestressed "O" type concrete spans on concrete substructure. 4.4m to 
SB. Concrete filled sandbag slope protection. 

1960 East headslope protection is scoured.  

1971 Request to raise bridge states: Ice jam level is 0.6m up on the girder and wl is at the low chord. 

 1995 Flood Frequency Report by NWHC. 

    

    

 


