
File 77713 – Saddle River Tributary 

Hydrotechnical File History 

1930 2 – 16’ bridge built, dh = 10’. 

1935 HW : washout, additional span required. 

1951 Report : Q = 260cfs. 

1953 72” SP x 148’ installed, 27’ fill height. 

1964 HW : over grade, Q ~ 700cfs, H = 23’. 

1966 Report : DA = 19mi2, Q = 950cfs. 
108” SP x 150’ added 100’ to west, 2’ drop, 22’ fill height. 

1968 HW : over grade, rock washed away, flow from east site (BF71311), DA = 20mi2, Q = 1350cfs.  Note 
HW also in 1960 and 1965. 

1990 HW (Jun) : over grade, u/s bevel damaged. 

1994 Struts installed. 

2001 Assess : DA = 53km2, S = 0.0076, Q = 29cms, B = 2m, h = 2m, T = 6m, Y = 2.8m, recommends 
4.6m SP. 

2002 Photo : d/s scour hole, 72” pipe clogged with drift. 

2003 2 – 4.3m SP x 62m installed, 0.4m drop, 9.5m fill height, 0.9m burial (21425-P).  B = 3m, T = 8m, h 
= 2m, Q = 60cms, DA = 50km2, S = 0.0077. 

2004 HW : flood damage. 

 


