File: 2431
Penhold Bridge over Red Deer River

32-36-28-4

1906 Petition requesting a bridge (March) Cross-
section from J.A. Morrison showing high water 13 ft.
above low water level, and he states that in the
recollection of the old timers it has only been that high
twice (June)

1907 Letter from Assistant Chief Engineer, R.W.
Maclintyre, states that the extreme flood mark is very
plain and is 11 ft. above the April 25th level (April) 3-
125 ft. steel through trusses ordered from the
Canadian Bridge Co. (May)

1908 Photos showing bridge completed with
cofferdams left in place and filled with boulders. Also
a photo of east approach with 3-20 ft. timber bridges
(May) Letter from councillor stating that recent heavy
rains and floods have washed out a considerable
portion of the grade and have made it completely
impassable, and dangerous. He will have it made
passable, as the water is abating; but permanent
repairs will require a crib (June 8) First bridge built, 3-
125’ spans

1915 Letter from general foreman, J.A. Morrison,
stating that bridge is undamaged except that earth
approaches at east end have been partially washed
out; to what extent, | was unable to say, as water is
still flowing over it. In July a road crew filled in
washouts around two small bridges in approach and
logs were placed at the foot of the sheeting to try to
save the fill should the water rise again. The 30 yd. of
approach gutted out by the flood were replaced and
the wing on one of the small bridges replaced (June
28)



1916 Letter from General foreman, W. Mohring,
about condition of concrete piers. November letter
states that hole must have been just a small pocket of
inferior concrete, as several test holes were made in
solid concrete (October)

1920s/1930s Ice break up

1923 High water levels. Inspector E. Ainsworth
reported that he had a farmer remove considerable
driftwood which had collected on the piers but that the
water had come up again and deposited more. He will
have the driftwood removed again later (June)

1928 Plan to place rock rip-rap at upper side of east
abutment to prevent further erosion (December)

1930 Deck replaced and paved (October)

1936 Bridge painted (September)

Cross-section and report by J. Hedemark. Bridge is in
good condition but considerable erosion has taken
place at the east bank since construction (October)
Strip deck replaced and seal coat placed (June)
1954 River flooded

Deck replaced (February)

New sub deck, treated timber. Report by Resident
Engineer, G. McDonagh, shows 1-16’ timber span
about 30 ft.” east of bridge and 1-28’ timber span
another 200’ east of that (May)

1964 Request by Reg Stickland to build a road under
west span (February)

1965 Two accident reports on file (January and April)

1966 request by County for a wider bridge because
of accidents on bridge (January) Letter from Reg
Stickland saying his family was involved in an
accident on the bridge and requesting improvements



to bridge before someone is seriously injured
(January)

1968 Deck repaired (August)
1969 Portal bracing revised (April)

1970 Strip deck replaced and wheelguard repaired
(October)

1972 River flooded

1976 New bridge built, 10.7-38.7-38.7-38.7-10.8 m
VF spans

1999 River flooded



