
File 07047 – Hangingstone River at Ft. McMurray  

Hydrotechnical File History 

1911 Request for bridge. 

1912 Bridge constructed. Native timber truss on timber crib substructure. 

1915 Bridge washed out. 

1916 Bridge reconstructed. 1-25.2m timber truss on timber crib substructure. 

1917 Aufice almost up to deck. 

1920 Approach washed out. 

1922 Bridge carried away by ice. Bridge reconstructed 15.2m upstream. 1-24.4m timber truss with 2-6.1m 
timber approach spans. 

1931 West pile abutment eroded. Rock filled timber crib protection constructed. 

1932 Bridge reconstructed. 1-30.5m light steel pony truss with 1-9.1m timber approach span 5.8m above 
streambed. 

1933 Ice jam at the bridge cause washout of 500m of approach road. Bridge is unharmed. 

1939 Aufice buildup threatens bridge. 

1951 West abutment repaired, reinforced and protected with sandbag riprap. Hwm 1.5m below the deck. 

1954 Additional sandbag riprap placed. 

1958 Bridge reconstructed on new alignment. 1-30.5m steel pony truss on treated timber abutments.  

1959 Ice heaved up to within 0.3m of the bridge. 

1970 North abutment repaired and riprap placed. 

1982 Corbels replaced. 

1999 Bim: hwm 2.0m above streambed. 

    

    

    

    

 


