
File 01205 – Irvine Ck 

Hydrotechnical File History 

1911 16’ bridge built. 

1944 14’ bridge built. 

1956 Report : Water has been over grade with 2 = 36” pipes at crossing, V = 2ft/s, B = 10’, h = 4’, fill 
height = 8’. 

1957 60” CSP x 80’ installed, plus 36” CSP x 60’ as overflow.  Channel straightened, no burial, 10’ fill 
height. 

1974 HW (Apr) : 3’ head above u/s crown of 60” pipe, 2’ head above u/s crown of 36” pipe, Q = 220cfs.  
D/s scour hole formed. 
Report : DA = 25mi2, improved ditch d/s. 

1975 Additional 60” x 80’ pipe installed with 1’ burial, existing 60” pipe lowered 2’ to streambed, should 
lower the u/s HW by 4 – 5’ under 1974 flow conditions (suggests Yd/s in 1974 = 5’). 

1999 HW (Apr) : photo - grass on u/s fence suggests HW ~0.3m below crown of lower 60” pipe (Y = 1.5 – 
1.8m), h = 1.2m, B = 3m. 

2000 Recommendation that d/s channel be restored and class 1 rock added.  Reference to statement by 
farmer that a drainage project may render this site redundant. 

 


