
File 70530 – Modeste Creek Northwest of Breton 

Hydrotechnical File History 

1928 55’ timber truss bridge built, dh = 17’. 

1939 60’ PT bridge built. 

1944 HW (Jun) : bridge washed d/s. 
60’ PT bridge built, dh = 20’. 

1954 The west abutment has caved in and the truss has dropped considerably. 

1956 Report : HWM to deck, Y = 20’. 

1966 28 – 125’ TH bridge built on new alignment, dh = 25’. 

1969 Sheeting lowered, class I rock added to east headslope. 

1978 Photo shows slump of the bank at the northeast corner of the bridge. The east abutment has pushed 
in. 

1979 The bank is restored with pitrun and the abutment piles are straightened and reinforced. 

1984 Note : Dk - WL = 7.9m. 

1986 BIM HW (Jun) = 7m. 
HW (Jul) : 0.7m over deck, Y = 8.0m.  Pier piles exposed, NE wing destroyed, truss not damaged. 

1990 HW (Jul) : to bottom of lattice rail, over deck and west grade for 60m (Y = 7.5m).  Pier piles 
exposed. 5m of west approach washed out. 
Photo : B = 10 – 15m, h = 5 – 7m. 

1994 BIM HW = 5m, dh = 7.2m, Dk – WL = 6.8m. 

2004 Photo : B = 10 – 15m, h = 5 – 7m.  

 


