
File 07475 – Blindman River near Bluffton 

Hydrotechnical File History 

1910 3 – 16’ bridge built. 

1917 14 – 20 – 14’ bridge built. 

1927 Ice damage to substructure. 

1928 60’ PT bridge built, dh = 14’. 

1957 2 – 50’ bridge built, dh = 16’ (1889-C).  B = 30’, T = 60’, h = 13’, Y = 10’.  

1962 Report : HWM Y = 6’. 

1965 Bridge widened from 7.3m to 11m. 
HW (Jun) : 0.5m above the bottom of the girders (EL. 100’ on 1889-C, Y = 4.4m). 

1968 Ditch runoff has undermined the sandbag riprap in three places. Repairs made with rock riprap. 

1971 HW :  0.5m above the bottom of girder (Y = 4.4m). 

1974 HW (Apr) :  0.7m above the bottom flange (Y = 4.6m). 

1982 HW (Jul) : 0.1m below the deck (Y = 4.7m). 

1986 HW (Jul) : 0.4m above the deck (Y = 5.2m). 

1990 HW (Jul) : 0.7m above the deck (Y = 5.5m). 

1997 BIM HW = 3.5m. 

2000 HW (Jul) : to bottom of girders (Y = 3.9m). 

 


