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File 01241 Belly River

Hydrotechnical File History

18 — 125 —18' TH bridge built.

Bank protection added.

Pile protection wall added U/S.

Tree, brush and rock protection works added.

Bank protection placed.

18 — 125 — 18 TH bridge built.

Channelization U/S

350ft of bank protection works constructed.

28 —-100 —28 — 20’ PT bridge built, just u/s, dh = 14’ based on DD398.

HW (Jun) : North abutment scoured out. Guidebanks constructed at both ends of bridge.
HW (Jun) : flow over both approaches, 5.5 below deck, Y =9 —10', significant bank erosion.

70—-75-70" bridge built, dh = 17" (about 500m u/s) (DD398, 4634-P), on channel realignment with
B=150. Y=9-10,h=7-9.

U/S end of left guidebank reinforced with riprap.

HW (Jun) : EL. 3502’, 2’ drop through opening, Y = 8'.
Scour survey.

Scour occurred at the nose of the north guidebank, additional rock placed. DD800 — channel
improvement u/s, B = 150", S= 0.0024.

BIM HW = 3.3m.
WSC gauge 05AD041 established.

HW (Jun) : EL 1068.1m (Y = 3.0m based on DD398), Q = 570 m*/s, WSC gauge height = 4.0m
(about 3 —3.5m above no discharge).

Scour survey.
RPW inspection.
U/s spur built on LB (22577-P), Q = 570cms, S = 0.0018, DA = 660kn?, design HW EL 1068.3m.



