
File 01970 – Pekisko Ck 

Hydrotechnical File History 

1922 3 – 20’ bridge built. 

1923 HW (Jul) : approaches washed out, gravel bar deposited in opening, flooding for up to 350’ wide. 
3 – 20’ bridge re-built, 150’ east. 

1942 HW (May) : bridge washed out, deposited 1 mile d/s, water over the grade about 300’ to the west, B 
~ 60’. 
3 – 20’ bridge re-built. 

1955 Report : dh = 12’, HWM Y = 8.5’. 

1960 Report : dh = 11’, B = 40 – 50’, DA = 70mi2, HWM Y = 8’, some drift. 

1961 Note re: development in floodplain, Stage rise = 6.6’ for Q = 4510cfs in June 1929. 

1963 HW (Jun) : approach washed out, channel widened to 60’, dh = 10’, Y = 1’ below deck (Y ~ 9’). 

1964 Report : dh = 13’, HWM 2.5’ below deck. 

1969 HW (Jul) : HWM 4’ below deck (Y = 8 – 9’), large drift, scour. 

1970 Report : dh = 12’, HWM Y = 8’ (over grade). 

1971 100’ PT built, dh = 12’, 3% grade rising to east, from BF2143. 
Report notes that Y = 5’ above ice level at private bridge d/s. 

2003 Photo : B ~ 15m, T ~ 25m, h ~ 1.5m 

2005 HW (Jun) : to bottom chord (Y ~ 2.0 – 2.5m), erosion at SE corner, over road to west. 

2006 BIM HWM Y = 1.5m. 
 


