
File 06615 – Red Deer River at Drumheller 

Hydrotechnical File History 

1901 Flood. 

1911 Petition for bridge 

1914 Bridge constructed. 3-45.7m through truss on concrete. 

1915 Hwm 684.43m 

1916 South approach partially washed out. 

1918 Drumheller bank protection started at bridge. 

1922 Photo showing bank erosion on the U/S side of the south bank. 

1923 Qi at Drumheller 06-03-23 1220cms. 

1928 Qi at Drumheller 06-09-28 1060cms. 

1929 Qi at Drumheller 06-05-29 1010cms. 

1952 Hwm 682.51m. 

1954 Hwm 682.75m. 

1959  Bridge open for traffic on Oct. 22. 90-113-113-90 continuous steel girder on concrete substructure. 
Bridge Authorization: Construct channel in river to provide flow of water into Canadian Utilities 
intake basin from river U/S. 

1963  Notes: GSC Datum – brass bolt in abutment of old bridge 684.921m 

Old bridge deck elevation 684.92m 1948 Hwl 683.78, 

Summer 1950 Lwl 678.79 Nov. 1949 Lwl 676.9m 

1938 Sept 14 Lwl 7.2m below deck. 

Top of deck to Lwl 7.0m. Bottom of footing 4.1m below Lwl. 

1970 Request for repairs to the riprap on the south bank. Qi at Drumheller 06-18-70 883cms. 

1974 South headslope is eroding. 

1990  Qi at Drumheller 06-05-90 897cms. Hwm 4.85m below the top of the deck. 

    



    

    

 


