
File 73608 – Waterton River near Hillspring 

Hydrotechnical File History 

1921 32ft makeshift steel low level crossing constructed 

1947 Requests for permanent bridge. 

1942 Hwl June 6 Standoff Qmd = 447cms. 

1953 Hwl June 4 Standoff Qmd = 382cms. 

1964 June 8 flood hwl 9.7 ft above low ice level. Hwl June 10 Standoff Qmd = 467cms 

1965 First year of operation of Waterton dam. 

1967 April23, 28-200-28ft steel through truss with treated timber approach spans. Deck elev. 3914.0ft . 
Truss from file 1606. 

1969 First year F.S.L. reached in Waterton Dam. 

1970 Hwl June 15 Hillspring Qi = 283cms, Qmd = 270cms 

1973 July 13 minor damage reported but bridge in good condition. 

1975  June 20, hwl up to bottom chord. Don Linke reports hwl 7ft below deck, 8.2ft above S.B. and vel. = 
6.5f/s Hwl June 20 Hillspring Qi = 762cms, Qmd = 660cms.East bank has scoured back upstream 
from the bridge and SE wing is undermined. Aug 25, class II riprap placed to restore eroded bank. 
Local rancher does $100,000.00 worth of channel straightening and dyking from the bridge to 4mi. 
u/s. Alberta Environment rechannelizes river. 

1982 Class II rock riprap extended on south side of river to 30ft d/s of bridge. 

1985 Nov. 29, Ice to 1.1m below bottom chord.  

1986 Feb. 25, HWL to 2.4m below bottom chord. 

1995 Hwl June 7 Hillspring Qi = 1090cms, Qmd = 902cms 

    

    

    

    

    



    

    

 


