
File 71067 – Spirit River Tributary 

Hydrotechnical File History 

1929 3 – 18’ bridge built on new cut channel, dh = 16’. 

1953 Report : Q = 700cfs, dh = 20’, h = 6 – 7’. 
2 – 84” x 130’ SP installed, 24’ fill height, 2’ drop, one pipe 2’ higher. 

1960 HW (Jun) : 2’ headloss at inlet, ponding u/s, high outlet velocity. 

1963 HW (Jun) : 4 – 5’ above u/s crown, Y = 6’ d/s, Qest = 825cfs, DA = 30mi2. 

1968 3’ hanging outlet noted. 

1978 Rock added to north inlet and both outlets. 

1990 HW (Jun) : 0.3m over grade, d/s embankment failure, Qest = 50cms. 

2000 Photo : beaver dam at inlets, h = 2 – 3m, B = 3 – 4m. 
BIM HW = 3.3m (drift 1.5m below grade). 

2001 Assess : recommends replace with 5.2m pipe, DA = 72km2, Q = 50cms, S = 0.0038, Y = 2.1m, B = 
3m. 

2003 Dwg. 21574-P prepared for 4.9m SP x 54m, 1m burial, 0.25m drop, 7.1m fill height.  DA = 72km2, Q 
= 45cms, S = 0.005, B = 4m, h = 2.5m, Y = 2.5m. 

 


