File: 736
Blackmud Creek

SSE 18-50-24-4

File History

1903 Letter from MLA, A.C. Rutherford,
requesting a bridge (April 25)

1904 20-30-20’ timber truss with timber pile
span approaches

1915 Bridge re-floored
1919 Bridge reconstructed: 3-20’ pile spans

1935 Bridge reconstructed: 1-28’ pile span
(September)

1955 High water was within 4 inches of the
bottom of the stringers, and flowing freely. H.G.
Atkin also reported that water was flowing over
the grade at 2 places east of the bridge, and
dropping about 16" to the downstream water
level (May 2)

1956 Photo on file shows road flooded for half
a mile (April 15) E.F. Guest report HWL over
deck and grade for 600 years (July 3)

1958 3-20’ precast constructed on treated
timber (September 15)

1959 Letter from MD 75 asking for an
additional span of at least 28'. They suggested
the Department of Water Resources has
complete information on the Blackmud. The
MD raised the grade a foot and a half and the
water still ponds more than a foot high on the



upstream side of the grade. The Council plans
to dredge the channel 2.2 miles north.(May 10)

1976 Headslopes restored and rip rap placed
(September)

1980 Itis proposed to construct a 6m-8m-6m
precast bridge on a 15E LHF skew (June)



