
File 00746 – Strawberry Creek  

Hydrotechnical File History 

1902 Petition for bridge. 

1913 Bridge constructed. 1-18.3m steel pony truss and 2-6.1m timber approach spans on pile substructure 
4.6m above streambed. 

1928 Petition to have bridge moved. 

1936 Bridge reconstructed. 1-18.3m steel pony truss and 1-5.2m timber approach span on new pile 
substructure 4.7m above streambed. 

1944 High water was 0.9m over deck and bridge was washed 150m downstream. Bridge reconstructed. 1-
18.3m steel pony truss 1-6.1m and 1-8.5m timber approach spans on new pile substructure 5.8m 
above streambed. 

1959 Ice damage to piers at 2.1m above streambed. South abutment reinforced. 

1986 July high water mark 1.15m below deck at right abutment (656.4). Left headslope fill washed out and 
left bank upstream and downstream suffered erosion. Deck (657.5) to streambed 5.80m.  

1988 Bridge reconstructed. 1-40m DBT girder on concrete abutments. Deck is 0.6m higher than previous 
deck. 

1990 High water mark 0.56m below bottom of girder. Top of curb to hwm 2.95m at 5m from north end of 
bridge upstream side. Left bank slumping upstream of rock.   

    

    

    

    

    

    

    

    

 


