
File 72854 – Little Strawberry Creek 

Hydrotechnical File History 

1949 2 – 20’ bridge built, replacing previous bridge (no info).  Dk ht = 11’. 

1959 Report :  B = 15’ T = 40’ h = 8’, Qdes = 350cfs (Vdes = 3 ft/s) 

1962 84” SP by 122’ installed on stream diversion 100’ E. 

1963 Inspection : Fill ht. = 21’, Cover = 14’, struts still in place, insufficient rock, 1.5’ drop, d/s end too 
high. 

1984 Pipe extended by 20m due to roadway improvements.  Some channel trimming required. 

1992 2m CSP added as overflow pipe at higher elevation, about 10m E of existing pipe.  Rock to extend 
d/s to tie into protection from existing pipe.  Qdes = 17cms, A = 18.5 sq. km, S = 0.01. 

1997 Photos : Drift blockage at inlet.  D/s end of overflow pipe OK but no rock apparent extending to d/s 
channel. 

2001 Large scour hole d/s of overflow pipe, cut new channel to tie into d/s channel due to insufficient rock. 

2003 BIM HW = 2.5m, 10m x 17m d/s scour hole.  Photos show lots of drift at u/s end of pipe, up to 1m 
above crown.  Hanging outlet at d/s end (~0.5m).  Hole cut through d/s beaver dam. 

    

 


