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File 00437 —Medicine River at Evarts

Hydrotechnical File History

Petition for bridge.

Bridge constructed. 2-15.2m timber trusses, 2-5.5m timber approach spans on timber substructure.

Request to have crib piersfilled with rock.
Substructure repaired.
Inspection: substructure in poor condition.

Cross section indicates deck to streambed is 4.6m. Estimated hwm at 4.1m above streambed. Bridge
is reconstructed. 2-15.2m timber trusses with 2-5.5m timber approach spans on timber substructure.

One approach undermined by high water and piers are damaged by ice.
1-6.1m timber approach span is added to the east end.

Bridge is damaged by ice, condemned and the road is closed. Bridge repaired for light traffic. Bridge
is reconstructed. 1-38.1m light steel through truss on pile substructure. 5.6m deck to streambed bed,
30°skew.

Spring extensive high water
Inspection: substructureisin fair condition.
Washed out abutment repaired.

Bridge reconstructed. 1-38.1m light steel through truss on treated timber substructure 5.2m above
streambed with a 30° skew.

Bridge destroyed by fire.

Bridge reconstructed. 3-19.2m "M" spans on concrete on pipe pile piers. 20° RHF skew. East
headsl ope protected with class Il heavy rock riprap.

High water elev. 978.0 flow over west approach.
High water elev. 979.5 flow over west approach.(2.1m below top of curb at west pier upstream)
High water 1.7m below deck at CL upstream.



