
File: 6513 

Bridge over Threehill Creek 

Sec 12/13 Tp 31-24-4 

  

1911 First bridge built, 3-20’ spans Note:  

1921 - 1936 New bridge built, 1-28’, 2-18’ spans 

1937 New bridge built, 1-28’, 2-20’ spans, 18E skew 

1951 Bridge washed out by flood, replaced, 1-28’, 2-
20’ spans Treated timber structure rebuilt 0.50 m 
higher after being washed out by flood. Original 
bridge was not overtopped, failure was caused by 
erosion of abutments. 

1961 3-12.2  PE bridge constructed on new 
alignment over channel diversion. Piles penetrated to 
8.1 m deck, 1.8  below streambed elevation. Deck to 
streambed 6.3 m. 

1965 High water levels 

1969 High water levels 

1970 High water levels 

1978 Longitudinal cracks in stringer legs, especially 
in curb units. Vertical hairline cracks in legs. Water 
leaking down legs. 

1979 Minor spalling on east abutment. Longitudinal 
cracks in bottom stringers in all spans. Grout keys 
leaking. Rail requires paint. 

1980 East abutment repaired. Bridge rail painted. 
Grout keys restored. 

1988 All girder legs cracking and spalling. Isolated 
punch-outs noted in deck area. Expoxy seal and 
asphalt overlay recommended. Rail replacement with 



galvanized material recommended. Review of girder 
condition recommended. 

1989 Bridge rated OK for current legal loadings (24, 
46.5 and 62.5 t). 

1991 Cracking and spalling in all girder legs. Bridge 
rail and posts badly cracked, replacement with 
galvanized recommended. Fibre reinforced concrete 
overlay recommended. Approach guardrail installation 
recommended. 

1992 Review of structural condition of PE girders 
underway, suspected low in shear strength. Deck to 
streambed 6.7 m.  

1995 New bridge built, 3-12m SC-510 composite 


