
File 07836 – Edson River 

Hydrotechnical File History 

1915 XS : HWM Y = 8’, B = 80’, stream described as swift and carrying considerable drift. 

1916 20 - 50 - 20’ PT bridge built. 

1922 High ice level 3’ below deck, overbank, 5 new piles driven. 

1933 20’ – 80’ PT bridge built. 

1939 XS : dh = 13’, h = 8’, B = 70’, T = 90’. 
20’ span added to west. 

1954 HW (Jun) : 4.5’ below the top of stringers (Y = 8 – 9’), south abutment scoured out, several piles 
broken, drift removed. 

1959 2 – 65’ bridge built, dh = 20’ (DD249, 2540-P).  Y = 12.5’ (EL. 2342.4’), channel realignment to 
improve flow alignment cutting off 2 loops.  Concrete slope protection with heavy rock aprons.  B = 
60’, T = 90’, h = 8 – 9’. 

1960 HW (Jun) : some bank scour and damage to the concrete slope protection. 

1965 HW (Jul) : Y = 10 – 11’ (EL. 2340.7’), west headslope and about 80’ of grade washed out.  Ends of 
concrete slope protection damaged. 

1966 Guidebanks built (4311-P), slope noted to have increased to 0.0055 from 0.004 in 1959. 

1975 Scour hole along the south slope protection repaired with heavy rock riprap and the bottom of the 
concrete slope protection is repaired. 

1980 HW (Jun) : 4.5m below curb (Y = 1.9m), south headslope protection is being undermined. 

1989 HW (Aug) : EL. 711.4m (Y = 1.2m). 

1994 Handrail profile survey. 

 2001 Assess : recommend maintain.  DA = 742km2, Q = 320cms, B = 20m. 

 


