
File 09850 – Bucklake Ck 

Hydrotechnical File History 

1926 125’ Th bridge built, dh = 20’. 

1944 HW (Jun) : bridge washed out, 1984 survey notes EL. 307.3m (Y = 7.3m) at community hall for this 
flood.  Also, 1959 report states that water was 2’ over the deck in 1944 and that the new bridge was 
built 2’ higher, which would mean Y = 21’ (6.4m).  Y = 7.3m may not be directly transferable to this 
site, or may have been influenced by channel blockage from washed out structure. 
28 – 125’ TH bridge built, dh = 21’. 

1956 Report : HWM 8’ below deck (Y = 13’).  

1959 Report : HWM 2’ over 1944 deck in 1944, bridge rebuilt 2’ higher. 

1960 20 – 20 – 125 – 20 – 20’ bridge built, dh = 29’. 

1977 HW (Aug) : 5.2m below deck (Y = 3.6m). 

1984 Scour survey. 

1985 16-38.5-16m DBT bridge built (10747-C, DD1042), dh = 9.6m, reusing existing concrete piers.  DA 
= 1210km2, Q = 625cms, S = 0.002, B = 20 – 25m, T = 35 – 40m, h = 5.5m. 

1986 HW (July) : EL. 306.6m (Y = 6.6m). 

1990 HW (July) : EL. 306.4m (Y = 6.4m). 

1994 Handrail profile surveyed. 

 


