
File 07824 – Paddle River near Roselea 

Hydrotechnical File History 

1920 Cross section shows hwm at 4.6m above streambed. Bridge constructed. 1-13.4m timber truss with 2-
4.9m timber approach spans 6.1m above streambed. 

1930 Bridge reconstructed. 1-24.4m steel pony truss on treated pile abutments 6.1m above streambed. 

1944 From 1980 planning notes 1944 hwm elev. 648.77m 

1948 North approach washed out. 

1954 Bridge report states hwm is 0.61m below the deck. 

1955 Hwm to bottom chord. North abutment repaired with six new piles. 

1959 Hwm over bottom chord. Deck is 6.7m above streambed. 

1960 1-8.5m treated timber approach span added to the north end. Substructure repaired. 

1965 Hwm is 0.61m below the deck. Flow is over the grade to the north. The north headslope has scoured 
exposing several piles. South abutment piles appear to be kicking in slightly. 

1966 The north headslope is restored and protected with rock riprap. A new wing is constructed on the 
southeast corner of abutment. 

1974 "Pembina River Flood Report, 1974". 

1980 Bridge reconstructed on channel diversion. 3-21.3m precast concrete spans on pipe pile piers and 
concrete abutments 9m above streambed. 25o skew. 

1989 Hwm elev. 647.6m Flooding upstream and downstream. Some riprap missing on the right bank. 

    

    

    

 


