
File: 2359 

Bridge over Oldman River 

SW 3 8-4-5 

  

  

1905 Bridge already in existence, 4-30’ 
stringers, 2-10’ approaches, not on road 
allowance, private bridge 

1914 Bridge re-floored 

1923 River flooded, piles washed out (June 2) 
 New bridge built, 114’ steel TT There 
are 2 bridges at this site, 3-20’ and 1-20’ spans 
located 50 ft. apart. All the piles have been 
washed out and the bridge is closed to traffic 
(June 11) Sketches by J. Hedemark showing 
concrete abutments. Bridge 114’ steel 
(December) 

1930 Bridge painted 

1935 Strip deck replaced 

1938 Cross-section and report by J. 
Hedemark. 114’ steel link and pin span on 
concrete, 10 ft above streambed. Bridge is in 
good condition except for floor (June) 

1939 Stringers, deck, wheel guards and 
handrail replaced (August) 

1942 River flooded (June 7) 

1950 Strip deck and handrail repaired (March) 

1953 High water levels recorded 

Damaged batter post repaired (March) 



1956 21’-75’-21’ continuous concrete girder 
bridge constructed. Old abutment demolished 
to ground level (March) 

1964 High water levels recorded (June 10) 

1972 High water levels (June 2) 

1975 River flooded (June 21) 

1983 Work done on bridge 

1984 Sidewalk built on bridge 

1995 High water levels (June 8) 

  


