
File 00875 – Battle River near Duhamel 

Hydrotechnical File History 

1897 Existing bridge 1-30.5m steel pony truss, 2-4.3m and 1-9.1m timber approach spans on piles. 

1900 Repairs made to substructure. 

1901 Piers repaired. 

1902 Repairs made to substructure. 

1904 South approach washed out. 

1905 Substructure is in very poor condition. Cross section shows hwm at 4.5m above streambed. 

1906 Bridge reconstructed. 1-30.5 riveted steel warren truss with 3-6. 1m timber approach spans on piles. 
Cross section shows hwm at 3.96m above streambed. 

1913 One approach span washed out. 

1919 Outside row of piles on the south span have heaved. 

1927 Abutments and piers are in poor condition. Bridge is reconstructed 274m upstream. 1-30.5 heavy 
steel pony truss on treated pile abutments 5.56m above streambed 

1950 All stringers in one panel are broken. 

1954 Bridge reconstructed. 2-21.6m rolled steel beam spans on concrete substructure. 

1956 Hwm is 1.1m below the girders. 

1961 Centre pier has heaved 0.10m 

1965 Hwm within 1.8m of the girders. 

1974  High water level 690.07. All piles on the north abutment are exposed. 1,5m of fill is gone from under 
the approach slab. 

1976 Deteriorated concrete on the pier at the low ice level is repaired. Headslopes and channel are restored. 

1982 High water level 689.27 on April 29. 

1988 Bridge reconstructed. 1-42m DBT (1800) Bulb Tee on concrete on H pile abutments. Class I rock 
riprap on both headslopes. 

 1990 Bim: Some scouring of south bank downstream. 

    

 


