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Edberg Bridge over Battle River 

at Dried Meat Lake 44-19-4 

  

? Bridge request – petition 

1907 Site survey 

1909 Petition 

1910 HWL estimated 7.5’ above streambed 

1911 22-20’ spans - pile trestle 

1916 Repairs to deck and piles Approaches 
washed out (May 9) Repaired bridge 

1929 Stringers rotted and piles heaved 
Request of reconstruction 

1930 Reconstructed bridge, 11-20’ - 9-28’ 

1942 Bridge re-floored 

1948 Bridge washed out (Spring) and rebuilt 

1955 Replaced stripdeck 

1956 HW within 1’ of bottom of stringers and 
appeared to be rising 

1959 New structure proposed 

1962 Construction of dam 

1963 High water Construct bridge 

1964 2-115’ steel pony truss constructed on a 
concrete substructure 

1970 Grout placed under approach slabs and 
abutment seats 



1974 River flooded HWL over deck with 2 ft. 
waves (April 30) Removed small drift and 
bull rushes from underside of bridge 
 (August 23) Discharge estimates 10,000 
- 12,000 cfs 

1976 Built weir for flow stabilization 

1977 Repairs made to bridge 

1982 HW in spring (April 24) 

1988 Epoxy overlay, Class "C" 

1990 Major flood event 

  


