
File: 1245 

Rossington Bridge across Pembina River 

Tp 60-1-5 

  

1906 Bridge request - petition 

1907 River flooded Approximately HWL 13’ above 
streambed 

1909 Mention of ferry crossing existing 

1914 Petition 

1915 High water (June) 

1916 River flooded (June), 2-135’ through trusses 
and 1-60’ pony erected 

1917 River flooded, at a certain point - river bank 
washed away Repaired deck 

1921 Request for bank protection 

1924 Re-floored bridge 

1929 Painted 

1939 Stripedeck replaced, deck approximately 21’ 
above streambed 

1940 Substructure reconstructed and 1-20’ timber 
approach 

1944 Installed 4" single floor on bridge Extremely 
high water, 2046.0’ 

1947 Subdeck repaired, stripdeck replaced 

1948 Bridge anchored by cable to trees and 
deadmen to secure from washing out 

1949 Stripdeck repaired 



1952 Water at high level Repairs to bridge New 
bridge proposed 

1953 Deck repaired 

1954 high flood reported Stripdeck replaced 

1955 Trusses moved to be used as a detour, 88’-
110’-110’-88’ continuous steel girders erected on 
concrete 

1956 60’ pony to File 74495 2-135’ trusses to File 
73330 

1960 Remove driftwood and old pier piling 

1963 Drift removed 

1965 Concrete repairs to east abutment High water 
(June 29, 1965) 

1966 Log jam removed 

1969 Slurry seal placed 

1970 Seal repaired, drift removed 

1971 Drift removed 

 Noted: Design HWL, 1944, Elev. 2046.0 
(623.62) 

   HWL, 1948, Elev. 2044.9 
(623.29) 

   HWL, 1971, Elev. 2039.4 
(621.61) 

1974 Spring flood Authorization to repair concrete on 
east abutment under bearing 

1981 Deck repairs, overlay 

1986 River flooded (July) 

1989 Repairs to bridge 



1993 Painted bridge 

  

  

  

  

  

  

  

  

  

  


