
File 07377 – Carrot Creek 

Hydrotechnical File History 

1912 Bridge constructed. 1-12.2m timber truss.  

1914 Bridge washed downstream. Reconstructed. 1-12.2m timber truss. 

1920 Bridge reconstructed. 1-18.3m timber truss with 1-6.1m timber approach span 

1932 Bridge reconstructed. 1-30.5 steel pony truss on treated pile abutments 5.8m above the streambed and 
4.6m above the low water level. 

1953 Bridge reconstructed. 1-24.4m steel beam on concrete abutments with 2-3.1m timber approach spans. 

1954 Hwm just covering the bottom flange of the bottom girders. 

1958 Inspection: west abutment scouring. 

1959 Concrete bag riprap placed. 

1972 Bridge reconstructed. New 24.4m FC girders placed on existing modified concrete substructure. Deck 
to streambed is 5.0m. Class I rock riprap placed on both headslopes. 

1973 Streambed cleaned of sandbag riprap and asphalt debris. 

1986 High water over the grade on both sides of the bridge. Drift on the deck elev. 852.0m. West approach 
headslope washed out and east headslope scouring. 

1989 Northwest backwall is constantly having settlement problems. Excavate and back fill with pit-run. 

1998 West abutment eroding.  

    

    

    

 


