
File 02102 – Willow Creek 

Hydrotechnical File History 

1909 Petition for bridge. 

1911 Bridge constructed. 1-30.5m steel pony truss and 2-6.1m pile spans on piles. 

1935 Substructure damaged during ice run. 

1936 Substructure in advanced state of decay. Reported: deck to streambed at 4.6m. 

1939 Bridge reconstructed 5m south and 0.15m lower. 1-30.5m steel pony truss and 2-6.1m pile spans on 
piles. 

1942 Superstructure washed 150m downstream. Bridge reconstructed. 1-30.5m steel pony truss and 2-7.9m 
and 1-6.1m pile spans on untreated piles. 

1948  Drift removed from between bank and south pier. 

1952 May 31 ice jam engulfs the bridge. 

1953 Scour damage to substructure repaired and drift removed 

1963 Substructure repaired. Reported: hwm 1.2m below the top of the deck. 

1965 Bridge reconstructed. 18.3-22.9-18.3m prestressed concrete girder on concrete substructure. 

1990 Bridge inspection: top of curb to streambed is 7.7m. Concrete slope protection on the northeast bank 
and natural rock on the west.  

1993 Hwm elev. 1044.22m 

1995 Flood of 150yr return. Hwm elev. 1045.79m 

1997 Scour report by Hydroconsult. 

    

    

 


