
File 72640 – McLeod River near Cadomin 

Hydrotechnical File History 

1938  100ft PT + 18ft. timber approach bridge built. 

1942 HW – photo shows washout 

1950 HW (Jun) - photos show washout 

1961 100ft double PT + 28ft timber approach bridge built. 

1969 HW (Aug) – Y ~ 6 – 7’ above low WL, bridge washed out, temporary 90ft bailey bridge built.  
Guidebank and spur constructed. 
Design notes – DA ~ 125mi2, S ~ 1%, B ~ 80’, Q ~ 7500cfs, V ~ 10ft/s. 

1971 115’ FC bridge built 100ft u/s. 

1972 Class 2 rock placed on east slope beneath bridge to original line and grade. 

1977 Note – dh ~ 20’, gravel bar formed at inside bend near spur dike (~ 1500ft u/s). 

1980 HW (Jun) –EL 998.2’ (5354-C), Y ~ 6 – 7’, V ~ 8ft/s.  Left headslope eroded exposing abutment 
piles. Class 2 rock placed 

1982 HW ~ 3.5m below deck. 
Rock proposed to prevent further bank erosion on east bank. 

1986 HW (Jul) – EL. 995.7’ (5354-C), ~ 4m below deck 

2000 Rock to be added to east bank. 

2005 Photo : h ~ 2m 
 


