
File 01248 – Strawberry Creek at Telfordville 

Hydrotechnical File History 

1906 Request for bridge. 

1907 Bridge constructed. 4-6.1m pile spans. 

1908 Bridge washed out. Estimated hwm of 5.2m above streambed. Cross section shows hwm 3.4m above 
ice level. 

1909 Bridge reconstructed. 1-18.3m steel pony truss and 3-5.5m pile approach spans 5.8m above 
streambed. Piles struck bedrock close to surface. 

1914 North pier requires filling with rock.  

1926 Substructure repaired. 

1937 Bridge reconstructed. 1-18.3m steel pony truss and 1-6.1m pile approach span. 

1939 Cross section shows deck to streambed as 5.3m. Also says 1937 was 6.1m above streambed and that 
Hedemark (?) recommended lowering 1.1 to 1.2m  

1944 Estimated hwl at 0.3m above deck. 

1954 Bridge report states hwl as 1.1m from the top of stringers. Drift removed and south abutment 
repaired. 

1960 Bridge reconstructed. 1-18.3m steel pony truss and 2-8.5m timber approach spans 

1971 South abutment fill removed to reduce load on pier. 

1977 Hwm 1.8m below bottom of stringers. 

1986 Hwm was 0.2m below the deck. Drift caught in the truss. Both headslopes are scoured out. Streambed 
is 5.32m below the deck. 

1990 Flood. Hwm just over deck at north end. Headslopes washed out. Heavy drift accumulation. 
Substructure realigned and reinforced. Headslopes restored and protected with class I rock riprap. 

1996 Bim: Hwm 5.3m above streambed. 

    

    

    

    

 


