
File 75906 – House River Tributary 

Hydrotechnical File History 

1963 Report : HWM Y = 6.5’, Q = 600cfs, B = 15’, T = 25’, h = 5’, S = 0.01  

1964 120” SP x 292’ installed, 6’ drop, 47’ fill height. 

1970 HW (Jul) : 5 – 6’ above u/s crown, Qest = 32cms (1988 design). 

1972 Note : drift at inlet, large scour hole d/s. 

1973 Note : Ice in April 4’ at inlet, 6’ at outlet, 100’ DIA scour hole d/s. 

1980 Note : beaver dam just u/s. 
Photo : B ~ 5m, h ~ 1.5m, drift. 

1982 Photo : h ~ 1.5m d/s. 

1989 4.6m SP x 116m installed, 17.5m fill height, 2.8m drop, 0.5m burial u/s, 1.1m burial d/s, Q = 32cms, 
DA = 84km2, S = 0.004, h = 1.2 – 1.5m, B = 5m, T = 10m, Y = 1.4m. 

1990 Photo : old pipe rusted inside, not outside – likely abrasion. 

1991 Photo : silt deposit d/s due to ditch erosion, ditch erosion protection added. 

1996 Photo : Ice > ½ full at d/s end. 

2001 Photo : Beaver dam ~ 40m u/s, B ~ 5m, rock missing d/s. 

2006 Beaver dam ~ 5m u/s. 
 


