
File 70066 – Milk River Coffin Bridge East of Milk River 

Hydrotechnical File History 

1925 Petition for bridge. Cross section shows flood level at 4.0m above streambed. 

1926 Bridge constructed. 1-41.1m steel through truss with 2-5.8m timber approach spans on timber 
substructure 4.6m above streambed. 

1927 Hwm 3.7m above streambed. 

1930 The substructure is damaged by ice. Rock riprap is suggested for the upstream side at the north end. 

1947 Abutment piles damaged by ice. 

1952 Piles are damaged by ice. Hwm is 1.5m below the top of the deck. 

1958 Bridge reconstructed. 1-41.1m steel through truss with 1-10.7m steel girder on treated timber 
substructure 4.9m above streambed. 

1964 Bridge report states hwm has been 1.8m below the deck (date?). 

1972 Bridge reconstructed. 1- 54.5m salvaged steel through truss on treated timber substructure 7.3m 
above streambed. Rock riprap on both headslopes.  

1978 Ice jam at the bridge. Hwm 3.1m below the south end of the deck. Considerable erosion occurred on 
the south bank. Flow was over the grade to the south. 

1994 Bim: Hwm 2.8m above streambed. 

1998 Bim: Debris on the low chord. Hwm 1.0m below the deck. South abutment being undercut. 

    

    

 


