
File 70294 – Pats Ck 

Hydrotechnical File History 

1929 20’ bridge built, dh = 7’. 
XS : h = 5’, B = 10’, T = 20’. 

1951 Survey : B = 15’ d/s, B = 30’ u/s, h = 5 – 6’. 
60” Wood Stave Pipe x 100’ installed. 

1958 HW : washout, H = 12’ u/s. 
Report : B = 10’, h = 6’, T = 20 – 25’, Q = 800 – 1000cfs, DA = 53mi2. 
96” SP x 190’ installed, 2.5’ drop, 25’ fill height. 

1965 HW (Apr) : 15’ below grade u/s, 3.5’ headloss, H = 11.5’ u/s, full flow, TW 1’ below d/s crown, Q ~ 
650cfs. 

1974 HW(Apr) : H = 22’ u/s, Qest = 1000cfs. 

1977 Report : ices to ½ full. 

1978 Photo : B = 4-5m, h ~ 1.5m. 

1979 144” SP x 440’ installed, 62’ fill height (7476-P), 4’ drop. 

1994 BIM HWM Y = 4m (no description). 

2000 Photo : B = 4 - 5m, h ~ 1.5m. 

2004 Photo : B ~ 5m, h ~ 1.5m. 
 


