
File 00181 – Blindman River 

Hydrotechnical File History 

1901 75’ timber truss + 2 approach spans built. 
HW – bridge damaged by HW and ice.  Note – bridge 5 – 6’ too low.  

1904 HW – bridge washed out by HW + ice. 
13 – 26 – 26 – 26 – 13’ bridge built, 4’ higher. 

1911 HW : ice makes bridge impassable. 
20 – 60 – 20’ PT bridge built. 

1931 16’ span added. 

1938 16 – 60 – 30’ PT bridge built. 
XS : dh = 21’. 

1951 20 – 70 – 20’ bridge built, dh = 22’, B = 50’, T = 100’, h = 15’. 

1965 HI : ice jam to 2’ below deck (Y = 20’), damage to east pier. 

1974 HI : ice jam to 8” above bottom flange (Y = 19’), jam extends 1000 yards u/s. 

1981 HW (Jul) : EL. 866.6m (DD898). 

1982 HW (Jul) : EL. 2846’ (Y = 20’), noted on 10381-C as EL. 867.4m (Y = 5.2m). 

1984 14 – 18 – 14m bridge built, dh = 7.9m (10381-C, DD898).  B = 18m, T = 38m, h = 5m, Q = 180cms, 
DA = 1355km2, Y = 6.1m, S = 0.0003 (1.6m/3000m). 

1986 HW (Jul) : EL. 867.1m (Y = 4.9m). 

1990 HW (Jul) : 2.0 – 2.2m below deck, Y = 6.0m, EL. 868.2m, erosion at east abutment. 

 


