
File 13233 – Little Paddle River 

Hydrotechnical File History 

1922 Bridge constructed. 2-6.1m pile spans. 

1930 Centre bent has shifted 0.61m. Two piles broken and wing piles kicked out. 

1933 Drift has pushed the bridge downstream. Bridge reconstructed. 2-4.9 and 1-9.1m treated timber spans 
on treated timber substructure 4.9m above streambed. 

1944 Bridge reconstructed. 2-4.9m and 1-8.5m pile spans. 

1950 Large drift accumulation. 

1955 Bridge report states hwm has been 0.31m over the deck (date?). 

1962 Drift removed. 

1963 Drift removed. 

1964 Hwm to bottom of stringers. 

1970 Bridge reconstructed. 1-24.4m salvaged steel pony truss on treated timber abutments 6.7m above 
streambed. 

1974 "Pembina Basin Flood Report, 1974". Hwm 1.7m below the deck. 

1985 Large drift accumulation in the channel upstream. 

1989 Hwm 1.4m below the deck. Sheeting has come off of the east backwall and wingwall. Some scour of 
the south headslope. 

1997 Bim: Bottom chord has been struck by drift. 

1999 Bim: Recent hwm 1.5m below the bottom chord. Scour along the east retaining wall. 

2001 Hwm 2.1m below the deck. Large drift accumulation downstream. 

    

    

 


