
File 07419 – Bear River 

Hydrotechnical File History 

1927 3 – 18’ timber bridge built. 

1946 3 – 20’ bridge built.  

1960 Report : DK to SB = 14’, XS - h = 8’, B = 20’, T = 50’.  Des HW 2-3’ below deck 

1961 Report : Dk to SB = 15.5’, XS – B = 25’, T = 45’, h = 9’.  Des HW to deck. 

1962 35 – 40 – 35’ PE on TT bridge authorized on new alignment (centre of road allowance) and on stream 
diversion (B = 40’).  Bridge to be on 0.5% grade with 2.4 and 5.0% approach grades.  Dk to SB = 22’ 
and h = 10 – 11’. 

1963 Spring HW – photos at new site, sand-bag riprap already in place, but no bridge for height reference.  
AT existing bridge, east headslope scoured, likely due to large drift jam.  

1964 New bridge built 

1968 HW – June – some headslope erosion. 

1986 NTF – little scour, opening matches channel. 

1990 HW – Jun 15 – Dk to HW = 2.8m (Y = 3.9m), WL ~0.6m lower, Vsurf = 1.0m/s, freeboard = 2.4m.  
Photos – very bushy banks and floodplain, minor flooding u/s at current WL (close to bank height). 

1992 Minor scour hole behind east pier. 

1996 BIM HW = 1.5m 

1997 Replace girders with SC and modify substructure. 

    

 


