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File History 

  

1902 Letter from foreman of ID 35 requesting 
a bridge. MLA, A.C. Rutherford reports that the 
bridge was destroyed by a flood. The 
foundation collapsed but the superstructure 
was found to be in fair condition (June 18) 

1904 Petition asking for a bridge. A letter from 
bridge foreman Chas. H. Olive of Wetaskiwin 
with a profile attached showed the May 28, 
1904 water level and the HWL. He 
recommended that a 35 ft. truss be built on 14 
ft. high abutments because the creek carries 
ice and driftwood. Also the bed is full of loose 
rocks which may make pile driving difficult. The 
bridge should be placed just below the old 
bridge which washed away 2 years ago (May) 
Bridge foreman, Gillies, says he recommends 
a pile trestle instead of a truss bridge for this 
site because the creek is very wide, runs very 
quiet, and there is no flow of ice or drift. 5-20 ft. 
spans recommended for this bridge on the 
Calgary-Edmonton Trail. It is required at an 
early date as there is considerable traffic. 3-20 
ft. pile spans constructed (July) 

1918 3-20 ft. pile spans reconstructed 

1932 Bridge repaired 

1937 Reconstructed 3-20 ft. pile spans 

1956 The MD of Strathcona requests that 
bridge be replaced with a single span bridge as 



it is causing a bottleneck to the Blackmud 
Drainage Project (July) 

1957 3-28 ft. precast spans constructed on 
treated timber. High water in 1956 was 14" 
below deck of old bridge. New bridge 
constructed 1 ft. higher than old, 13’ above 
streambed (May 17) 

1969 Bridge damaged in an accident ($150 
damage). Repaired May, 1969 (January 6) 


