
File 76194 – Florida Ck 

Hydrotechnical File History 

1966 Survey : B ~ T = 15 – 20’, h = 5 – 7’. 
84” SP x 130’ installed, 15’ fill ht., no burial, 1.4’ drop.  2 channel realignments constructed, 1 
through highway for culvert, other at d/s bend to the NW, with B = 15’ and 2:1 sideslope. 

1980 D/s scour hole repaired with rock. 

1985 Inspection : large log at inlet, class 1 rock washed d/s. 

1988 HW (Jul) : water over highway, significant drift and siltation in ditches, large scour hole at outlet. 
Photo : d/s channel B ~ T ~ 5 – 6m, h ~ 1.5m, staff gauge at outlet. 

1991 Photo : erosion around outlet bevel. 

2000 BIM HWM : Y = 2.5m based on drift at inlet (likely just above u/s crown). 

2005 Assess : Structure hydraulically undersized but in good condition.  Recommends placing class 2 rock 
at both ends now and replace with 2 – 3.36m SP pipes in 10 years.  DA = 26km2, S = 0.024, Y = 
2.3m, V = 3m/s, Q = 28cms (estimate 1988 Q = 22cms), B = 1.5m, h = 2m, T = 5m. 
Photo : B = 3m, T = 6-7m, h = 1.5 – 2m. 

 


