
File 09267 – West Arrowwood Creek 

Hydrotechnical File History 

1920 20’ bridge built. 

1929 50’ bridge built, dh = 14’. 

1938 XS : B = 35’, T = 55’, h = 11’. 
50’ bridge built, dh = 16.5’. 

1948 HW (Apr) : ice, wingwall washout, Y ~ 12’. 

1951 HW (May) : approach washout. 

1952 HW (Jun) : 5’ below deck, Y ~ 14’, approach washout. 
Report : B = 30’, h = 11’. 

1955 Report : dh = 17’, HWM over grade. 

1973 Report : dh = 18’, HWM to bottom chord (Y ~ 14 – 15’). 

1979 Report : dh = 19’, est. HWM Y ~ 15’. 

1980 Note : frequent ice jams, Des Y = 15’, Q = 5500cfs, B = 35 – 40’. 

1983 Note : Des Q = 4000cfs. 
5.8m x 9.5m ABC x 26m installed, 5.7m fill height, 0.8m burial, 0.03m drop (10050-P).  Q = 
112cms, DA = 700km2, h = 3m, S = 0.0025. 

1985 HW (Mar) : ice jam 20m d/s, HW to top of u/s bevel. 

1991 Photo : B ~ 10m. 

2003 BIM HWM Y = 1.2m. 
Photo : h ~ 3m. 

 


