
File 00966 – Blindman River 

Hydrotechnical File History 

1908 20 – 60 - 20’ PT bridge built, dh = 18’. 

1911 Force of ice has heaved the east pier by 1’, new pier nose constructed parallel to flow. 

1920 East pier is reconstructed. 

1930 125’ TH bridge built, dh = 19’. 

1938 XS : dh = 19’. 

1959 Inspection : west abutment has been damaged by ice. 

1962 Report : HWM to deck (Y = 19’).  

1972 Report : HWM 1.5’ below deck (Y = 17.5’). 

1975 150’ TH bridge built, dh = 22’ (DD676).  DA = 390mi2, S = 0.001, Q = 6500cfs, B = 70’, T = 130’, h 
= 17’, Y = 17’, existing dh = 18’. 

1982 HW (Jul) : 1.7m below the wheelguard (Y = 5.3m), west approach washed out. 

1989 BIM : Severe scouring at the west abutment. Riprap is scheduled for the winter of 88/89. 

1990 HW (Jul) : 0.1m above wheelguard, (Y = 7.0m), V = 1.5m/s at Y = 2.4m below deck. 
Inspection : dh = 6.1m to ice. 

1991 BIM HW = 6.4m (dh = 6.9m). 

1992 BIM : scour at NE corner, headslopes graded and class I riprap placed.  

1998 BIM HW : to bottom flange (based on drift). 

 


