1914
1923
1939
1958

1962
1963
1964
1965
1967
1997

1999
2000

2002

File 07947 — Webber Ck

Hydrotechnical File History

14 — 16 — 14’ bridge built.
3— 18 bridge built.
16 —18—18 - 18 bridge built, dh = 12'.

3—-28 PG/TT bridge built, dh = 17", channel trimmed to B =20’, m = 2:1. Qest = 700 — 1100cfs,
HW up to 2.5 below deck (Y =10, poss. 1957).

Bridge raise by 0.25m and widened.

HW (May) : 7.25 below deck at centre (Y =9 - 10').

HW (June) : 8.5 below deck (Y = 8').

HW (Spring) : 9' below deck, fill required at east abutment.
Sheeting lowered at east abutment.

Handrail profile taken, apparent pier scour due to latera erosion of east fill toe. H=3m,B=8m, T =
20m, dh = 6m.

BIM — scour at east headslope due to channel alignment.

1 —27m steel bridge built, dh = 6.2m (DD 1549). DA =120 kn¥, Y = 3.4m, Q100 = 45cms, V =
0.8m/s, S=0.003. Narrow floodplain at crossing, h = 2.5m.

Some loss of class 1M rock, some rock appears undersized and all is very rounded.



