File 01158 — Saddle River

Hydrotechnical File History

1906  28-—32- 28 bridge built.

1908 HW : bridge washed out.

1911 52 bridge built.

1914 HW : bridgewashed out, Y = 14 - 15'.

1915 20-52-20 bridge built.

1920 HW : partia washout.

1923 XS:B=40,h=12-15,T=80", 1914 HWM Y =15'.

1924 80’ PT bridge built.

1935 HW : bridge washed %2 mile d/s.

1953 XS:B=40,T=90,h=12-13.

1954 50 -60-60" bridge built, dh =28, 520’ u/s of previous bridge.
1964 HW (Jun) : 13 below deck (Y =14'), dh=27".

1968 HW (Jun) : over grade, Q = 12200cfs, scour ,Y = 5m (DD1248).

1972  3-55 bridge built, dh = 27’, channel realignment (DD580, 5939-P). B=50", T=90', h=14-15,
DA = 120mi?, Q = 7200cfs, S = 0.003.

1988  BIM HW = 4m (no description).

1989  Bridge widened (DD1248). DA = 538kn?, Q = 440cms, S = 0.0025, V = 2.8m/s, B = 15m, T = 30m,
h=4m, dh=8.2m.

1990 HW (Jun) : EL. 531.1m (DD1248), Y = 5m, scour at both abutments, water over campground and fill
to the south.



