
File 75635 – Ghost River Richardson Road 

Hydrotechnical File History 

1932 Qi near Cochrane June 2 – 394cms 

<1963 Native timber log crib bridge. 

1952 Qi near Cochrane June 23 – 140cms 

1963  Bridge reconstructed. 1-54.9m truss on treated timber. 

1967 Qi near Cochrane May 31 – 190cms 

1969 Some scour reported at south abutment. A spur is constructed along the south headslope and is 
protected with class II rock. North headslope and abutment are unprotected. 

1986 Inspection: North headslope is still unprotected. Increased flows from the diversion will result in 
increased velocities and erosion potential. The north headslope and abutment should be protected 
with class III rock riprap. 

1990 Approach fill behind the north abutment washed out. Abutment was not damaged. Main channel had 
shifted and attacked the north headslope and abutment. South headslope protected by class III rock 
riprap appears stable. Crew repaired north approach, re-channelized flow under bridge and 
constructed a small berm to protect the north bank under the bridge. Permanent training works with 
class III protection should be constructed on the north bank. Hwm approximately 1m above wl. Wl to 
top of wheelguard = 4.2m, wheelguard to deck = -0.25m. Qi above Waiparous Creek May 25 = 
292cms. 

1998 Bank protection works that have been done on the north bank and headslope is good. 

    

    

    

    

    

    

    

    

    

    



    

 


